85371

S 7| ——

TEMPORARY DITCH CHECK

+50

ROUTE N0, seotion couny Jom | s
|S-8.L.
04-00137-02-FP | HENRY | 23 16
A 224
FED. RORD DIST. 0. 7 R L

(I
C - G480
~ —\_ > :éoogiooooﬁ‘ 002000
_____________________________ - B IR -U_ — e -—,—)— i I _X
\
3 8
* EROSION CONTROL BLANKET
(BACK SLOPE AND DITCH)
TEMPORARY DITCH CHECK
1007
55;55!;-_-;;:';!5
PLAN SCALE s\trans\ {003D0A\curreni\pro fect 2\prevep\swppp3.dgn
. R . R ) + TEMPORARY DITCH CHECK
DESCRIPTION OF STABILIZATION PRACTICES DURING CONSTRUCTION: TEMPORARTLY DIVERT WATER AROUND PROPOSED CULVERT .
LOCATIONS. PERIMETER EROSION BARRIER - SILT
DURING CONQTPIICTLCN AREAS QUTSIDE THE CONSTRUCTION LIMITS AS Crcc e o R o A% FILTER FENCE OR OTHER AS APPROVED
OUTLINED PREVIOUSLY HE SHALL BE PROTE! BUILD NECESSARY EMBANKMENT AT CULVERT LOCATICNS AND BY THE ENGINEER
THEN EXCAVATE AND PLACE CLLVERT.
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UNDERWAY TO PREVENT UF\INLCESSL\RY SOIL EROSION.
CARTH STOCKPILES SHALL BE TEMPORARILY SEEDED IF THEY ARE

TO REMAIN UNUSED FOR MORE THAN FOURTEEN DAYS.

AS CO STRUCTION PROCEEDS, THE CONTRACTOR SHALL
THE FOLLOWING AS DIRECTED BY THE ENGINEER:

PLACE TEMPORARY EROSION CONTROL FACILITIES AT
LOCATIONS SHOWN ON THE PLANS.

INSTITUTE

TEMP SCED ERODABLE BARE EARTH CN A WEEKLY BASIS
T0 IZE THE AMCUNT OF ERODABLE SURFACE ARZA WITHIN
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